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Declaration of Performance (UK) 

DOP # 839966 

1. Product type:  

Plasterboard screw according to EN14566 

 

2.	Unique	identification	code	of	the	product‐type:		

TJEP HP Coil screw 3,9x32mm f/hard gypsum. Box 2.000 pcs   No. 839966 

	

3.	Intended	use	or	uses	of	the	construction	product,	

Mechanical fasteners for gypsum plasterboard systems 

	

4.	Name,	registered	trade	mark	and	homepage	of	the	manufacturer	

Kyocera Unimerco Fastening 

   

WWW.TJEP.EU 

5.	Where	applicable,	name	and	contact	address	of	the	authorized	representative:	

N/A 

6.	System	or	systems	of	assessment	and	verification	of	constancy	of	performance	of	the	
construction	product	(AVCP):	

System 4 
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8. Declared performance  

Essential characteristics Performance 
 

Harmonised technical 
specification 

Flexural strength at 10° angle 
 

No visible cracks → approved 
 

EN 14566 clause 4.2 

Withdrawal force 
 

> 450 N (OK)  EN 14566 clause 4.4.2.5 

Dimension according to drawing 
 

Approved 
 

EN 14566 clause 4.4.2.2; 4.4.2.3; 
4.4.2.4 

Class of corrosion protection Class 500 (EN9227) EN 14566 afsnit 4.4.1 
Drilling performance < 1 sec. (OK) EN 14566 afsnit 4.4.3.3 
Reaction to fire 
 

A1 EN13501-1 

Designation Plasterboard screw/EN14566/class500/TSN/32/M3,9 
 

 

9.	The	performance	of	the	product	identified	in	points	1	and	2	is	in	conformity	with	the	
declared	performance	in	point	8.	

This	declaration	of	performance	is	issued	under	the	sole	responsibility	of	the	manufacturer	
identified	in	point	4.		

Signed	for	and	on	behalf	of	the	manufacturer	by:		

19-12-2018 Sunds Denmark 

  

Ebbe Hornstrup – Operations Director      

       

 

 

 

 

 

 

 

 

 

 

 

 

 

Declaration of performance in accordance with Regulation (EU) No 305/2011 of 9th March 2011. 


